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JCH-3A 
INSTALLATION MANUAL
PREFACE
Honorific client,
  Thank you for purchasing " Jancy-Dante" Shower Cabin products. We are honoured to offer you our best service. We will make our best effort to make you enjoy using the shower cabin with excellent quality.
Overall Drawing
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Tools required 
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	Glass seal glue
	Impact electric drill
	Level meter
	Rubber hammer
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	Pencil
	Cross screw driver
	Nail driver gun
	Tape measure
	#4 Inner Hex Wrench


Package List
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	N0
	Item
	Q'ty
	　
　
　
　
　
　
　
　
　
　
	N0
	Item
	Q'ty

	1
	ST4.8*40 Cross head self-drive screw
	10 pcs
	
	10
	Rubber strip for door
	1 pcs

	2
	Bulge stopper
	10 pcs
	
	11
	Acryl Tray or wooden tray
	1 set

	3
	build strip
	2 pcs
	
	12
	135º  beam
	1 set

	4
	Wall glass
	2 pcs
	
	13
	Rivet
	10 pcs

	5
	Rubber strip for door
	1 pcs
	
	14
	　
	　

	6
	Oval Gemel
	2 set
	
	　
	　
	　

	7
	magnetic strip
	2 pcs
	
	　
	　
	　

	8
	Door
	1 pcs
	
	　
	　
	　

	9
	F figure oval handle
	1 set
	
	　
	　
	　


Installation of Acryl Tray
4、  Place the tray to the position on which the cabin will be installed. Link the drainpipe of the tray to the drain in the floor. Adjust the level of the tray with the level meter, making the tray at horizontal level.
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5   Installation of secure strips
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Reference size
The size in the drawing only for reference. The size should be adjusted according to the actual situation.
Installation of the beam
6、Insert the wall glasses into the strips, fix the glass with the rivets and install 
the beam
.
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Installation of the glass door
7、Install the glass door, rubber stips and magnetic strips and handle
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Installation of the Crossover
8、The last step is the installtion of the Crossover, then inject the glass seal glue to each joint of the cabin.
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